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Abstract: Digital volume correlation (DVC), combined with in situ synchrotron microcomputed
tomography (SR-microCT) mechanics, allows for 3D full-field strain measurement in bone at the
tissue level. However, long exposures to SR radiation are known to induce bone damage, and reliable
experimental protocols able to preserve tissue properties are still lacking. This study aims to
propose a proof-of-concept methodology to retain bone tissue integrity, based on residual strain
determination using DVC, by decreasing the environmental temperature during in situ SR-microCT
testing. Compact and trabecular bone specimens underwent five consecutive full tomographic
data collections either at room temperature or 0 ◦C. Lowering the temperature seemed to reduce
microdamage in trabecular bone but had minimal effect on compact bone. A consistent temperature
gradient was measured at each exposure period, and its prolonged effect over time may induce
localised collagen denaturation and subsequent damage. DVC provided useful information on
irradiation-induced microcrack initiation and propagation. Future work is necessary to apply these
findings to in situ SR-microCT mechanical tests, and to establish protocols aiming to minimise the SR
irradiation-induced damage of bone.
Keywords: bone; X-ray radiation; tissue damage; SR-microCT; digital volume correlation;
temperature control
1. Introduction
Bone is a highly heterogenous, anisotropic and hierarchical material that is organised at various
levels to optimise its mechanical competence [1]. Thus, it is essential to understand the mechanics of
its different components and the structural relationships between them at the different dimensional
scales [2–4]. This is of fundamental importance since many musculoskeletal pathologies, such as
osteoporosis, are associated with alterations in bone quality at the micro- and nanoscale [5]. Therefore,
novel techniques aim at characterising the deformation mechanisms of bone in a three-dimensional
(3D) manner, from apparent to tissue level, and establishing their links with bone structure [6–8].
To date, the only experimental method that allows for 3D strain measurements within the bone
structure is digital volume correlation (DVC) in combination with in situ microcomputed tomography
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(microCT) testing [9–11]. DVC has been widely used in bone mechanics to investigate full-field
displacement and strain in cortical [12] and trabecular [13,14] bone at different dimensional scales
and loading conditions, providing a unique insight to the 3D deformation of such complex material.
Nevertheless, in order to characterise bone failure mechanisms at the tissue level, high-resolution
microCT is needed [11,15,16]. High-energy synchrotron radiation (SR) microCT has proven to provide
fast high-quality image acquisition of bone microstructure with high spatial resolution (~1 µm),
and together with in situ mechanical studies, it has allowed for a detailed coupling between 3D
bone microstructure and deformation [6,17,18]. Furthermore, recent studies have combined in situ
SR-microCT mechanics with DVC to investigate the internal strain and microdamage evaluation of
cortical bone [12], trabecular bone [14] and bone-biomaterial systems [19], enhancing the understanding
of bone failure at the microscale.
However, it is known that high exposures to SR X-ray radiation lead to a deterioration in the
mechanical properties of bone as a consequence of collagen matrix degradation [20,21]. Similarly,
ionising radiation, such as gamma rays, commonly used to sterilise bone allografts [22], and X-rays,
negatively affects the mechanical and biological properties of the tissue by the degradation of the
collagen present in the bone matrix [20,23–27]. Specifically, radiation produces reactive free radicals by
the radiolysis of water molecules, which splits the polypeptides chains of the collagen and induces
cross-linking reactions, causing collagen denaturation [28–30]. In clinical practice, the adverse effects
of gamma radiation during sterilization have been successfully reduced by irradiating the bone while
frozen [31,32]. Lowering the temperature is beneficial, as it reduces the mobility of free radicals and,
therefore, their ability to interact with collagen molecules [33,34]. Particularly, Hamer et al. [31]
observed that cortical bone irradiated at low temperatures (−78 ◦C) was less brittle and had
less collagen damage when compared to the bone irradiated at room temperature. Additionally,
Cornu et al. [32] showed that ultimate strength, stiffness and work to failure were not reduced
significantly on trabecular bone irradiated under dry ice. In the field of high-resolution X-ray imaging
of biological samples, protection against radiation damage is also essential to preserve their integrity.
Cryofixation methods have been demonstrated to protect biological samples from visible structural
damage and have enabled cryo-soft X-ray tomography (cryo-SXT) to become the only imagingmodality
able to provide nanoscale 3D information of whole cells in a near-native state [35–37]. However,
soft X-rays (~0.1–1 keV) are not able to penetrate bone tissue, nor can they be accommodated for in situ
mechanics protocols. Furthermore, cryotechniques involve freeze-drying of the specimens at −150 ◦C
and have been shown to induce microdamage and significantly reduce torsional strength, compressive
yield stress and compressive modulus of cortical bone [32,38–40]. Hence, low temperatures positively
influence bone preservation during irradiation. However, mechanical testing of bone in such conditions,
below the freezing temperature of water, cannot be conducted, as the mechanical properties of bone
would be affected. In fact, due to the large water content of bone, ice crystals may cause structural
damage to the tissue [23].
Therefore, it is essential to define some guidelines in order to preserve bone tissue integrity and
mechanics during in situ SR-microCT experiments. Very recently, DVC applied to SR-microCT images
of trabecular bone was used to investigate the influence of SR irradiation-induced microdamage on
the bone’s apparent mechanics [14]. Microcracks were detected in the bone tissue after long exposures
to SR radiation, despite the apparent elastic properties remaining unaltered. Also, high local strain
levels were observed that corresponded to the microdamaged areas. However, reducing the total
exposure to SR X-ray radiation was able to preserve bone integrity and plasticity. The results of that
study [14] provided important information on bone degradation and residual strain accumulation
resulting from SR X-ray exposure, but the study had some limitations. Firstly, bone specimens
were subjected to cyclic mechanical loading during SR-microCT imaging; thus, the full-field strain
measurements were not entirely due to SR irradiation but also to the mechanics. In fact, DVC results
showed that even at reduced exposures to SR radiation, there were some regions of high strain
concentration, which may have been induced by the mechanical load and further enhanced by the
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irradiation. Secondly, reducing the total exposure by decreasing the exposure time per projection
during SR-microCT acquisition notably decreased image quality and, consequently, DVC performance.
Hence, further evaluation and optimisation of the imaging setup is needed in order to preserve bone
integrity while maximising image quality for reliable DVC-computed full-field measurement within
the bone tissue.
In this context, there is a clear need to define experimental protocols for in situ SR-microCT
mechanics able to preserve bone tissue integrity against SR X-ray radiation-induced damage,
exploiting the research conducted in different fields. The aim of this study is, therefore, to propose
a novel proof-of-concept methodology to retain bone tissue integrity, based on residual strain
determination via DVC, by decreasing the environmental temperature during SR-microCT testing.
2. Materials and Methods
2.1. Specimen Preparation
Samples were obtained from a fresh bovine femur. A section (20 mm in thickness) was cut with
a hacksaw from the proximal diaphysis of the femur and a diamond-coated core drill was used to
extract 4 mm cylindrical compact (n = 2) and 6 mm trabecular (n = 2) bone specimens under constant
water irrigation. The ends of the cores were trimmed to achieve a 12 mm length for the compact and
a 16 mm length for the trabecular bone specimens. Brass endcaps were used to embed the ends of
the specimens (~2 mm), ensuring perpendicularity between the bone cores and the endcap bases.
Samples were kept frozen at −20 ◦C and thawed for approximately 2 h in saline solution at room
temperature before imaging.
2.2. SR-MicroCT Imaging
SR-microCT was performed at the Diamond-Manchester Imaging Branchline I13-2 (Figure 1a)
of Diamond Light Source (DLS), Oxfordshire, UK. A partially coherent polychromatic ‘pink’ beam
(5–35 keV) of parallel geometry was generated by an undulator from an electron storage ring of
3.0 GeV. The undulator gap was set to 5 mm for data collection and, to limit bone damage, 11 mm
for low-dose alignment. The beam was reflected from the platinum stripe of a grazing-incidence
focusing mirror and high-pass filtered with 1.4 mm pyrolytic graphite, 3.2 mm aluminium and 50 µm
steel. The propagation (sample-to-scintillator) distance was approximately 40 mm. Images were
recorded by a sCMOS (2560 × 2160 pixels) pco.edge 5.5 (PCO AG, Kelheim, Germany) detector
which was coupled to a 500 µm-thick CdWO4 scintillator and a visual light microscope with a
4× objective lens, providing a total magnification of 8×. This resulted in an effective voxel size
of 0.81 µm and a field of view of 2.1 × 1.8 mm2. A total of 1801 projection images were collected
over 180◦ of continuous rotation (‘fly-scan’), with an exposure time of 512 ms per projection (11 ms
overhead per exposure), adopting the imaging conditions reported in [14]. The total scanning time was
approximately 15 min. The projection images were flat-field- and dark-field-corrected prior to image
reconstruction using SAVU [41], which incorporated ring artefact suppression and optical distortion
correction [42]. Each specimen underwent five full consecutive tomographic data collections.
2.3. In Situ Testing and Temperature Control
Specimens were placed within an in situ testing device (CT5000-TEC, Deben, Bury Saint Edmunds,
UK) and kept in saline solution during image acquisition (Figure 1a). The device is equipped with
a 5 kN load cell, Peltier heated and cooled jaws with a temperature range from −20 ◦C to +160 ◦C
and an environmental chamber. A small preload (2–5 N) was first applied to ensure good end-contact
and avoid motion artefacts during tomographic acquisition, after which the actuator was stopped,
and the jaws’ positions held throughout the test. Bone specimens (N = 1 compact and N = 1 trabecular)
were imaged at room temperature (Troom ≈ 23
◦C) and at ~0 ◦C (N = 1 compact and N = 1 trabecular)
by cooling and keeping the Peltier jaws at the target temperature. A thermocouple (Type K, RS Pro,
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RS Components, Corby, UK) was also attached to the surface of the bone samples and was used during
the in situ test to monitor the temperature directly at the tissue during image acquisition and between
tomographies. Temperature measurements and recordings were processed with a thermocouple
data logger (USB TC-08, Pico Technology, St Neots, UK). For reliable temperature measurements,
the thermocouple was calibrated prior to the experiment.
2.4. Image Post-Processing
Five datasets were obtained for each specimen and further processed using Fiji platform [43].
After image reconstruction, each 3D dataset consisted of 2000 images (2400 × 2400 pixels) with 32-bit
grey-levels. Images were converted to 8-bit greyscale and cropped to parallelepipeds (volume of
interest (VOI)) with a cross-section of 1400 × 1400 pixels (1.134 × 1.134 mm2) and a height equal to
1800 pixels (1.46 mm) in the centre of the scanned volume (Figure 1b,c). Noise in the images was
reduced by applying a nonlocal means filter [44], where the variance of the noise was automatically
estimated for each dataset [45]. The five consecutive scans per specimen were first rigidly registered
using the first acquired dataset as a reference. The 3D rigid registration was based on sum of
squares differences as a similarity measurement between the reference and each target image. Finally,
the filtered VOIs were masked by setting to zero-intensity the non-bony voxels (i.e., Haversian and
Volkmann’s canals in compact bone and bone marrow space in trabecular bone). A binary image
(value of one for bone voxel and zero elsewhere) was first created using Otsu’s threshold algorithm
followed by a despeckling filter to remove 3D regions less than three voxels in volume both in white
and black areas, which are mainly related to nonfiltered noise. Additionally, isolated pixels were
removed, and small holes were filled by using a series of morphological operations as described in [16].
The quality of the binary images was checked by visual inspection. Masked images, with the original
greyscale value in the bony voxels and zero elsewhere, were obtained by multiplying the filtered image
with the final binary image (Figure 1d,e).
 
Figure 1. (a) Experimental setup at I13-2 beamline. The direction of the beam is indicated by the
dashed-dotted line. Specimens were scanned within a loading device using a 4× lens objective.
The temperature in the device was controlled with a circulating coolant and monitored on the tissue
via an additional thermocouple attached to the surface of the specimens. SR-microCT reconstructed
volume of interest (VOI) (1.13 × 1.13 × 1.46 mm3) analysed for (b) trabecular and (c) compact bones
with an effective voxel size of 0.81 µm. Two-dimensional cross-section through the middle of the VOI
after masking the bone marrow (d) from the trabecular bone and the Haversian and Volkmann’s canals
(e) from the compact bone.
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2.5. Digital Volume Correlation
Digital volume correlation (DaVis v10.0, LaVision, Göttingen, Germany) was carried out to
evaluate the residual strain in the bone tissue due to progressive damage induced by X-ray exposure to
SR radiation during SR-microCT at different temperatures. DaVis software is based on a local approach
of correlation, which has been widely used in bone mechanics [13,14,46]. Details on the operating
principles of the software are reported elsewhere [16,47]. DVC was applied to the masked images
to avoid large strain artefacts in regions with insufficient greyscale pattern (i.e., bone marrow) [16].
A different multi-pass schemewas used for the DVC computation on compact and trabecular specimens
after an evaluation of the baseline strains in the first two consecutive tomograms for the four specimens,
obtained in a nominal ‘zero-strain’ state, where the irradiation-induced damage was considered
minimal (Supplementary Materials). A final subvolume of 32 voxels, reached via successive (predictor)
passes using subvolumes of 112, 56, 48 and 40 voxels, was used for the compact bone, whereas, for the
trabecular bone, a final subvolume of 64 voxels, reached via successive passes of 112, 88, 80 and
72 voxels, was adopted. Given the voxel size of the SR-microCT images, the final DVC measurement
spatial resolutionwas 25.9 µm for compact and 51.8 µm for trabecular bones. Additionally, in both cases,
subvolumes with a correlation coefficient below 0.6 were removed from the resultant displacement
vectors to avoid artefacts due to poor correlation. The different processing schemes for both bone
typologies mainly depended on the higher number of features (i.e., osteocyte lacunae) available in the
compact bone specimens compared to the trabecular ones, which allowed a smaller subvolume size to
be used for the former [11]. To evaluate the 3D full-field residual strain distribution in the bone tissue
over time in relation to the damage induced by continuous X-ray exposure to SR radiation, DVC was
performed by registering the reference image (first acquired tomogram) with each of the remaining
tomograms. First (εp1) and third (εp3) principal strains and maximum shear (γmax) strain were
computed within the bone volume after a bicubic interpolation of the measured strain. Furthermore,
in order to couple the initiation and propagation of microcracks in the tissue with the displacement and
first principal strain directions, dedicated MATLAB (v2018a, MathWorks, Natick, MA, USA) scripts
were developed. The MATLAB scripts allow for the representation of any set of orthogonal slices
within the volume and for the computation of the displacement and first principal strain values and
their corresponding direction for each subvolume.
3. Results
3.1. In Situ Testing and Temperature Control
Temperature readings from the thermocouple attached to the surface of the bone specimens
suggested a consistent temperature gradient (∆T = 0.4 ◦C) at each exposure period (Figure 2a)
corresponding to the opening (rise in temperature) and closing (drop in temperature) of the X-ray
shutter. Small fluctuations in the temperature were recorded once the X-ray shutter was open,
as they are more evident during tomographic acquisition compared to the steady position. However,
those fluctuations were far less important than the temperate gradients recorded between consecutive
tomographies. The stress-relaxation curves recorded during in situ testing showed that the X-ray beam
significantly influenced the relaxation behaviour of the trabecular bone specimen at room temperature
(Figure 2b). A consistent increase in the force was recorded after the start of each tomographic
acquisition. This trend was not observed for the compact bone specimen.
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Figure 2. (a) Temperature readings measured using a thermocouple attached to the compact and
trabecular bone surface at room temperature. The solid line corresponds to thermocouple readings
during ~15 min with the X-ray shutter opened and the thermocouple in the beam path. Dotted lines
represent thermocouple readings during tomographic acquisition. The sudden drop and consequent
rise in temperature coincide with the closing and opening of the X-ray shutter. (b) Force readings in
trabecular bone specimen at room temperature during five consecutive tomograms. An increase in the
force was observed and corresponded with the opening of the X-ray shutter.
3.2. Compact Bone
No damage was visually detected in the compact bone specimens after five tomograms, either at
room temperature or 0 ◦C. The residual εp1 distribution (Figure 3) did not show any notable changes
in the tissue after the acquisition of two (Figure 3a) and five (Figure 3b) tomograms, with some
localised areas of higher residual strain in the specimen imaged at room temperature. The strain
histograms (Figure 3c) showed peak values below 1000 µε for both specimens, and no clear trends
were observed between exposure to SR radiation and peak strain values. However, histograms showed
tails with higher strains after five tomograms at room temperature compared to 0 ◦C. Similar findings
were observed for the residual εp3 and γmax (Figure S2), suggesting a strain redistribution between
consecutive tomographies, which did not cause important damage overall. Highly strained regions
of the specimen tested at room temperature were localised around the Haversian and Volkmann’s
canals (Figure 4). Residual strain in a region of approximately 20 µm surrounding the canals was
compared to the strain in the internal bone matrix volume. Particularly, the cumulative histograms of
γmax (Figure 4e) after two and five acquired tomograms showed slightly higher strains around the
canals for the same bone volume percentage.
Ή
Ή
Ή ·
·
ΉFigure 3. Three-dimensional first principal strain (εp1) distribution in compact bone tissue imaged
at room temperature (top) and 0 ◦C (bottom) after two (a) and five (b) acquired tomograms.
A representative cube (~1 mm3) in the centre of the analysed VOI is represented. Histograms of
the residual strain distribution (c) in the tissue are shown for all the acquired tomograms.
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·Figure 4. Maximum shear strain (γmax) distribution in compact bone tissue imaged at room
temperature. Cross-sections in 2D are shown after (a) two, (b) three, (c) four and (d) five acquired
tomograms. Arrows indicate highly strained regions. A cumulative histogram of the residual strain
(e) in the tissue voxels around the canals (solid lines) and the remaining bone matrix (dotted lines) is
shown for after two and five tomograms.
3.3. Trabecular Bone
A visual inspection of the reconstructed images showed the presence of several microcracks after
five tomograms, corresponding to ~80 min of total exposure to SR X-ray radiation, in the trabecular
bone specimen at room temperature. However, decreasing the temperature to 0 ◦C facilitated tissue
preservation, as microdamage was not observed. Furthermore, the high levels of residual strain
measured with DVC correlated well with the microdamage visible from the images. The histograms of
residual strain distributions (Figure 5) after each tomogram highlighted the differences between the
two trabecular bone specimens. On one hand, the specimen imaged at room temperature showed a
consistent increase in residual strain when increasing the exposure to X-ray radiation (Figure 5a–c).
This trend was clearly observed in εp1 (Figure 5a), for which strain peak values increased from ~1500
to ~3000 µε after two and five consecutive scans, respectively. εp3 (Figure 5b) peak values were found
to be below −1500 µε, whereas peak γmax (Figure 5c) ranged from ~2000 µε to ~3500 µε after two and
five tomograms, respectively. The residual strain accumulation was less evident for the trabecular
bone specimen maintained at 0 ◦C (Figure 5d–f). In fact, peak strain values remained below ±1000 µε
for εp1 (Figure 5d) and εp3 (Figure 5 e), respectively, and below 2000 µε for γmax (Figure 5f) after five
tomograms. The 3D full-field strain distribution in the trabecular bone (Figure 6) was accumulated in
the tissue after each tomogram. In particular, for the specimen at room temperature (Figure 6, top),
it could be seen that εp1 was increasing after each tomography, and regions of high residual strains
after two full tomographies (Figure 6a, top) were progressively enlarged, reaching strain values of over
4000 µε after five tomograms (Figure 6d, top). This strain accumulation was less pronounced in the
specimen at 0 ◦C (Figure 6, bottom), although some areas of high strain concentration were observed
after each tomogram. Furthermore, some strain redistributions could be seen after three (Figure 6b,
bottom) and four (Figure 6c, bottom) full tomographies.
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Figure 5. Histograms of the residual strain distribution in trabecular bone tissue imaged at room
temperature (top) and 0 ◦C (bottom). (a,d) First principal strains (εp1), (b,e) third principal strains (εp3)
and (c,f) maximum shear strains (γmax) after each acquired tomogram are shown.
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Figure 6. Three-dimensional full-field first principal strain (εp1) distribution in trabecular bone tissue
imaged at room temperature (top) and 0 ◦C (bottom) after the acquisition of (a) two, (b) three, (c) four
and (d) five consecutive tomograms. A representative cube (~1 mm3) in the centre of the analysed VOI
is represented.
3.4. Tracking of Crack Formation
Microcracks were clearly visible in the trabecular bone specimen imaged at room temperature
after five tomograms (Figure 7a,b). A region inside a trabecula (Figure 7b) was tracked during the in
situ test to couple the residual strain accumulation with the crack formation. The displacement field
around the damaged region (Figure 7c–f) suggested a relative motion between regions at both sides of
the cracks since the earliest stages, before cracking was visible (Figure 7c–e). In fact, low displacements
were found on one side, and those were mainly directed toward the positive z-direction, whereas,
in the neighbouring side, displacements were progressively increased and reoriented toward the
negative z-direction. After cracking (Figure 7f), displacements further increased around the crack,
and a pronounced reorientation of their direction was observed. A deeper look at the displacement
in the orthogonal planes (Figure 8), before and after crack formation, evidenced the discontinuities
in the displacement field in proximity to the crack. Particularly, before crack formation (Figure 8a),
displacement showed a high misorientation in the XY and XZ planes. After cracking (Figure 8b),
the displacement field at one end of the crack was found perpendicular to the crack direction
(XY plane), whereas it seemed aligned with the crack on the other end, which may indicate the further
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propagation direction. Both εp1 and γmax showed a progressive increase in the microcracked region,
reaching values above 4000 µε for εp1 (Figure 9b) and approximately 5000 µε for γmax (Figure 10b) in
the damaged area. In general, tensile strains were the most correlated to microdamage detection. In fact,
the directions of εp1 (Figure 9) suggested a combination of tensile and shear modes of crack formation.
In addition, the principal directions before cracking seemed to be highly disordered throughout the
analysed volume. In particular, the highlighted vectors before cracking (Figure 9a) exhibited a very
abrupt change in orientation, whereas the same areas after cracking (Figure 9b) were considerably
aligned with the microcrack. γmax (Figure 10) increased after crack formation, and discontinuities at
both sides of the crack were observed (Figure 10b). Moreover, higher shear strain levels were found
at one side of the crack (XY plane), which also corresponded to principal strains and displacements
perpendicular to the crack, thus possibly suggesting the direction of crack propagation.
 
Figure 7. Microcrack tracking in trabecular bone tissue imaged at room temperature. (a) Representative
orthoslices and (b) 3D representation of the trabecular bone region tracked over time. Arrows indicate
the microcracks visible in the tissue. (c–f) Digital volume correlation (DVC)-computed displacement
field (V) in each subvolume on the analysed region of interest around a microcrack at different
time points corresponding to the acquisition of (c) two, (d) three, (e) four and (f) five tomograms.
Vector lengths are identical, and the colour code refers to the V magnitude in micrometres.
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Ή
Ή
Figure 8. DVC-computed displacement field through the region of interest analysed around the
microcracked area (a) before (fourth tomogram) and (b) after cracking was visible (fifth tomogram).
Oval regions highlight damaged areas of bone tissue. Vector lengths are identical, and the colour code
refers to the displacement vector length (V) in micrometres.
Ή
Ή
Figure 9. DVC-computed first principal strain (εp1) through the region of interest analysed around the
microcracked area (a) before (fourth tomogram) and (b) after cracking was visible (fifth tomogram).
Vectors indicate first principal strain directions in each subvolume. Oval regions highlight damaged
areas of bone tissue, which correspond to high orientation changes in the principal strain direction
before and after cracking. Vector lengths are identical, and the colour code refer to the εp1 magnitude.
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Figure 10. DVC-computedmaximum shear strain (γmax) through the region of interest analysed around
the microcracked area (a) before (fourth tomogram) and (b) after cracking was visible (fifth tomogram).
Oval regions highlight damaged areas of bone tissue, which correspond to an increase in shear strain
values before and after cracking. High discontinuities in shear strains were identified in the damage
region (b), which may suggest the direction of crack propagation.
4. Discussion
The proof-of-concept experiment reported herein enabled important understanding of the SR
X-ray radiation-induced damage to the integrity of bone tissue. The residual strain accumulation
caused by SR X-ray radiation was quantified for the first time using DVC applied to in situ SR-microCT
images, and the effect of the environmental temperature on the SR irradiation-induced damage in
bone tissue was addressed. It is known that irradiation has a deleterious effect on the structural and
mechanical properties of bone as a result of collagen matrix degradation due to the formation of
collagen cross-links and eventual rupture of the collagen fibres [20,27]. Several studies have addressed
the effect of high-energy SR X-ray radiation on the mechanical properties of bone [20,21,26,48], and safe
dose values (35 kGrays) were defined to preserve bone mechanics [20]. However, during in situ
SR-microCT studies, a reduction of the dose is related to a reduction in the total exposure to SR radiation
and, therefore, the signal-to-noise ratio of the acquired tomograms, with a consequent reduction in
image quality and increased DVC errors [14]. Therefore, new protocols need to be defined in order to
preserve bone tissue while maintaining good image quality. Furthermore, whether bone integrity can
be preserved by controlling the temperature during in situ SR experiments still remains unexplored.
The overall change in temperature during image acquisition was minimal (∆T = 0.4 ◦C) (Figure 2a)
and in line with previous reports on SR beam heating [49,50]. Wallander andWallentin [51] showed that
X-ray-induced heating can lead to significant temperature increase (i.e., nanowire at 8 ◦C above room
temperature) at typical synchrotron beamline fluxes. As a strategy for reducing the X-ray-induced
heating, it was suggested to improve the heat transfer of the target material to the surroundings,
for example, by immersing the samples in liquid [51]. However, it still remains unclear whether that
thermal gradient in a very short period of time (opening/closing of the beam shutter) may induce
collagen degradation. As specimens were held between the loading stage platens during the in situ
test, the effect of the X-ray beam on the stress-relaxation behaviour of the specimens could be observed
(Figure 2b), similar to the data reported in [52]. With only a fixed preload applied, an increase in the
load was identified for the trabecular bone specimen at each cyclic period that corresponded with the
opening of the X-ray shutter. Both trabecular and compact bone exhibit a highly viscoelastic behaviour;
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however, this is more evident for trabecular bone due to the large content of bone marrow in its
cavities. Thus, the loadcell of the loading stage was not accurate enough to capture any changes in
the stress-relaxation behaviour for the compact bone specimen. Heat causes a transformation of the
collagen molecule, known as the collagen shrinkage phenomenon [53], whereby the collagen molecule
develops a contractile force that is held constant [54,55] at a given temperature (shrinkage temperature).
This shrinkage behaviour is related to the cross-links in the collagen and its stability [53]. Even though
the specimens in the current study were kept at a constant temperature (~23 ◦C), the beam-induced
temperature rise of 0.4 ◦C may contribute to the activation of a similar contractile force, which is a
clear indicator of the harmful effects of the SR irradiation on bone tissue.
The results obtained from the current study have shown that reducing the temperature to 0 ◦C
notably reduced the irradiation-inducedmicrodamage and residual strain in trabecular bone specimens
(Figure 6). However, minimal effect was observed for compact bone (Figure 3). Nguyen et al. [30]
reported that the mechanical properties of compact bone were decreased by a lower dose than that
affecting trabecular bone. However, it has been shown here (Figure 3) that the structural integrity of
compact bone tissue was not compromised, as microcracks were not detected as in the trabecular bone
tissue. In any case, specimens were not mechanically tested; thus, whether the regions of high strain
concentration found in compact bone (Figure 3) influence the mechanical properties is still unknown.
Furthermore, Peña Fernández et al. [14] showed that the presence of microcracks was not always
related to changes in the apparent elastic properties of the irradiated bone.
Although the overall residual strain in compact bone imaged at room temperature was low, with
peak strain values below 1000 µε for εp1 (Figure 3), some highly strained regions were identified in
close proximity to Haversian and Volkmann’s canals (Figure 4). Canals and osteocyte lacunae are
known to act as stress concentrating features in specimens subjected to mechanical load [6,12]; however,
the effect of irradiation on these specific sites has never been considered. Haversian canals contain
unbound water [56], and as ionising radiation produces the release of free radicals via radiolysis of
water molecules [29], it is expected that a larger number of free radicals, which could interact with
the collagen and induce cross-linking reactions, are found in proximity to the canals due to the higher
water content.
Lowering the environmental temperature to 0 ◦C had a positive effect on the DVC-measured
residual strain in trabecular bone, which showed a peak principal strain value below 1000 µε (Figure 5);
furthermore, no microdamage was visually detected on the reconstructed tomograms. These results
are consistent with medical studies on the effect of gamma irradiation, where it was shown that
irradiating bone specimens while frozen did not affect the mechanical properties of bone [31,34]. In fact,
decreasing the temperature reduces the mobility of the water, and, therefore, decreases the mobility of
highly reactive oxygen free radicals produced by high-energy X-ray radiation. Impairing that mobility
protects the collagen by reducing cross-linking reactions within its molecules [57,58]. The effect of
freezing on the mechanical properties of bone has been previously studied [59–62] and no statistical
differences were found after freezing, nor after several freeze-thaw cycles [63,64]. It should be noted
that, during the proposed experiment, specimens were immersed in saline solution at 0 ◦C, and ice
crystals, which may cause structural damage to the tissue [63], were not observed at any stage of
the experiment.
The irradiation-induced damage in the trabecular bone imaged at room temperature resulted in
microcracks that were visible in the tissue even if the specimen was not subjected to any mechanical
load. At the nanoscale, SR irradiation-induced free radical attack of the collagen network results
in a cross-linking reaction that degrades the structural integrity of the collagen fibres [20,29,30].
Previous studies using atomic force microscopy have shown that crack formation and bone fracture
occur between the mineralised collagen fibrils. Fantner et al. [65] proposed that the mineralised
collagen fibres are held together by a nonfibrillar organic matrix that acts as a glue. The glue resists
the separation of the mineralised collagen fibrils, avoiding the formation of cracks, when a load is
applied to the bone. During the formation of microcracks, work that stretches the glue molecules
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would be required to separate the mineralised collagen fibrils. Irradiation may affect that mechanism
by damaging the sacrificial bonds, as a result of the observed shrinkage behaviour, which could lead
to the rupture of those bonds after prolonged exposure to irradiation and consequent microcrack
formation. At the macroscale, DVC-computed displacements (Figure 7) suggest a vortex motion
around the microcracked region, which results in a shrinkage process of the material and the formation
of a microcrack that follows an unusual pattern in fracture mechanics. The denaturation of the collagen
may not be homogeneous throughout the bone tissue; therefore, crack propagation would follow the
degeneration process of the collagen.
DVC was successfully used to understand crack formation and propagation in bone.
Christen et al. [12] investigated the initiation and propagation of microcracks in cortical bone using
DVC; however, full-field displacements and strains were only evaluated in terms of magnitude, but the
directions were not explored. Additionally, specimenswere pre-cracked beforemechanical testing; thus,
crack initiation and propagation was expected around the notch region. In this study, microcracks were
not induced by mechanical loading, but by SR irradiation instead. Discontinuities in the displacement
field (Figure 8a) corresponded to high-orientation changes in the strain field (Figure 9a) that could
indicate crack formation. Furthermore, perpendicularity of displacement (Figure 8b) and principal
strains (Figure 9b) to the crack might be related to a crack propagation front. Similar crack formation
mechanisms were observed in clay deformation using digital image correlation (DIC) following
desiccation [66,67]. Like the results herein reported, in opening mode, the direction of the crack
was perpendicular to that of εp1, whereas, for cracks in mixed opening-sliding mode, εp1 was found
parallel to the direction of the crack (Figure 9b). Those studies [66,67] concluded that cracks formed
a network which is found after thermal shocks, and the authors emphasized the need to develop a
multiscale approach to better understand crack formation and propagation. Similar to those findings,
irradiation-induced microcracks need to be further investigated at different dimensional levels to
properly understand the formation mechanisms.
This study has some limitations. First, only one specimen per bone type was tested at each
temperature, and the mechanical properties of the bone specimens were not evaluated after irradiation.
Residual strain maps suggested that a decrease in the temperature had a beneficial effect on preserving
bone integrity and mechanics, but specimens were maintained far below physiological conditions
(~37 ◦C); thus, it could be argued that the mechanical properties of bone tissue could have been altered.
Further analyses are needed to properly assess the effect of the environmental temperature during
in situ SR-microCT experiments, translating the findings of the proposed methodology to in situ
SR-microCT bone mechanics. Moreover, a combination of techniques at different dimensional scales
would enhance the knowledge of the irradiation-induced damage in bone tissue.
5. Conclusions
The 3D full-field residual strain distribution of compact and trabecular bone subjected to
high-energy SR irradiation was computed using DVC applied to SR-microCT images acquired at
different temperatures. Lowering the temperature during irradiation to only 0 ◦C had a positive
effect on trabecular bone tissue, which—unlike such bone imaged at room temperature—did not
present visible microcracks, and residual strain values were not increased with further radiation.
However, a minimal effect was observed in compact bone. A shrinkage behaviour induced by
both the beam-induced temperature and high-energy irradiation may well be the source of the
irradiation-induced damage and microcracks in bone tissue. DVC applied to high-resolution
SR-microCT images has proven to be a useful tool for understanding crack formation and propagation
in bone tissue. Further work is needed to clearly establish protocols for the application of SR-microCT
to the in situ mechanics of bone and potentially extend the knowledge to other biological tissues in
order to minimise SR irradiation-induced damage.
Materials 2018, 11, 2155 14 of 17
SupplementaryMaterials: The following are available online at http://www.mdpi.com/1996-1944/11/11/2155/
s1, Figure S1: Relationship between (a) MAER and (b) SDER with the sub-volume size for the four bone specimens,
Figure S2: Histograms of the residual strain distribution in compact bone tissue imaged at room temperature (top)
and 0 ◦C (bottom). (a) Third principal strains (εp3) and (b) maximum shear strains (γmax) after each acquired
tomogram are shown, Table S1: Random errors for the three displacement components for compact and trabecular
bone specimens. Median values of the two specimens per group are shown.
Author Contributions: Conceptualization, M.P.F., E.D., G.T.; Methodology, M.P.F., E.D., G.T.; Validation,
M.P.F., G.T.; Formal Analysis, M.P.F., A.J.B.; Investigation, M.P.F., A.P.K., A.J.B., A.K.; Resources, G.W.B., G.T.;
Data Curation, M.P.F.; Writing-Original Draft Preparation, M.P.F.; Writing-Review & Editing, M.P.F., E.D., A.P.K.,
A.J.B., G.T.; Visualization, M.P.F.; Supervision, G.T.; Project Administration, G.T.; Funding Acquisition, A.H.B.,
G.W.B., G.T.
Funding: The project was partially funded by the Engineering and Physical Sciences Research Council (EPSRC,
Frontier Grant Multisim, EP/K03877X/1).
Acknowledgments: The authors would like to thank Diamond Light Source (UK) for time at the
Diamond-Manchester Imaging Branchline I13-2 and its associated Data Beamline [68] under proposal MT16497,
and the Zeiss Global Centre (University of Portsmouth) for post-processing. We further acknowledge Dave Hollis
(LaVision Ltd.) for assistance with DaVis software, Kazimir Wanelik for help during the experiment and image
reconstruction at Diamond Light Source, and Kamel Madi for fruitful discussions during the experiment.
Conflicts of Interest: The authors declare no conflict of interest.
References
1. Rho, J.Y.; Kuhn-Spearing, L.; Zioupos, P. Mechanical properties and the hierarchical structure of bone.
Med. Eng. Phys. 1998, 20, 92–102. [CrossRef]
2. Fratzl, P.; Gupta, H.S.; Paschalis, E.P.; Roschger, P. Structure and mechanical quality of the collagen–mineral
nano-composite in bone. J. Mater. Chem. 2004, 14, 2115–2123. [CrossRef]
3. Currey, J.D. How well are bones designed to resist fracture? J. Bone Miner. Res. 2003, 18, 591–598. [CrossRef]
[PubMed]
4. Weiner, S.; Traub, W.; Wagner, H.D. Lamellar bone: Structure–function relations. J. Struct. Biol. 1999, 126,
241–255. [CrossRef] [PubMed]
5. de Bakker, C.M.J.; Tseng, W.-J.; Li, Y.; Zhao, H.; Liu, X.S. Clinical Evaluation of Bone Strength and Fracture
Risk. Curr. Osteoporos. Rep. 2017, 15, 32–42. [CrossRef] [PubMed]
6. Voide, R.; Schneider, P.; Stauber, M.; Wyss, P.; Stampanoni, M.; Sennhauser, U.; van Lenthe, G.H.; Müller, R.
Time-lapsed assessment of microcrack initiation and propagation in murine cortical bone at submicrometer
resolution. Bone 2009, 45, 164–173. [CrossRef] [PubMed]
7. Wolfram, U.; Wilke, H.J.; Zysset, P.K. Damage accumulation in vertebral trabecular bone depends on loading
mode and direction. J. Biomech. 2011, 44, 1164–1169. [CrossRef] [PubMed]
8. Li, S.; Demirci, E.; Silberschmidt, V.V. Variability and anisotropy of mechanical behavior of cortical bone in
tension and compression. J. Mech. Behav. Biomed. Mater. 2013, 21, 109–120. [CrossRef] [PubMed]
9. Bay, B.K.; Smith, T.S.; Fyhrie, D.P.; Saad, M. Digital volume correlation: Three-dimensional strain mapping
using X-ray tomography. Exp. Mech. 1999, 39, 217–226. [CrossRef]
10. Grassi, L.; Isaksson, H. Extracting accurate strain measurements in bone mechanics: A critical review of
current methods. J. Mech. Behav. Biomed. Mater. 2015, 50, 43–54. [CrossRef] [PubMed]
11. Dall’Ara, E.; Peña-Fernández, M.; Palanca, M.; Giorgi, M.; Cristofolini, L.; Tozzi, G. Precision of DVC
approaches for strain analysis in bone imaged with µCT at different dimensional levels. Front. Mater. 2017, 4,
31. [CrossRef]
12. Christen, D.; Levchuk, A.; Schori, S.; Schneider, P.; Boyd, S.K.; Müller, R. Deformable image registration
and 3D strain mapping for the quantitative assessment of cortical bone microdamage. J. Mech. Behav.
Biomed. Mater. 2012, 8, 184–193. [CrossRef] [PubMed]
13. Gillard, F.; Boardman, R.; Mavrogordato, M.; Hollis, D.; Sinclair, I.; Pierron, F.; Browne, M. The application
of digital volume correlation (DVC) to study the microstructural behaviour of trabecular bone during
compression. J. Mech. Behav. Biomed. Mater. 2014, 29, 480–499. [CrossRef] [PubMed]
Materials 2018, 11, 2155 15 of 17
14. Peña Fernández, M.; Cipiccia, S.; Bodey, A.J.; Parwani, R.; Dall’Ara, E.; Blunn, G.; Pani, M.; Barber, A.H.;
Tozzi, G. Effect of SR-microCT exposure time on the mechanical integrity of trabecular bone using in
situ mechanical testing and digital volume correlation. J. Mech. Behav. Biomed. Mater. 2018, 88, 109–119.
[CrossRef] [PubMed]
15. Palanca, M.; Bodey, A.J.; Giorgi, M.; Viceconti, M.; Lacroix, D.; Cristofolini, L.; Dall’Ara, E. Local displacement
and strain uncertainties in different bone types by digital volume correlation of synchrotronmicrotomograms.
J. Biomech. 2017, 58, 27–36. [CrossRef] [PubMed]
16. Peña Fernández, M.; Barber, A.H.; Blunn, G.W.; Tozzi, G. Optimisation of digital volume correlation
computation in SR-microCT images of trabecular bone and bone-biomaterial systems. J. Microsc. 2018, 00,
1–16. [CrossRef]
17. Thurner, P.J.; Wyss, P.; Voide, R.; Stauber, M.; Stampanoni, M.; Sennhauser, U.; Müller, R. Time-lapsed
investigation of three-dimensional failure and damage accumulation in trabecular bone using synchrotron
light. Bone 2006, 39, 289–299. [CrossRef] [PubMed]
18. Larrue, A.; Rattner, A.; Laroche, N.; Vico, L.; Peyrin, F. Feasibility of micro-crack detection in human
trabecular bone images from 3D synchrotron microtomography. Annu. Int. Conf. IEEE Eng. Med. Biol. Proc.
2007, 3918–3921. [CrossRef]
19. Tozzi, G.; Peña Fernández, M.; Parwani, R.; Bodey, A.J.; Dall’Ara, E.; Blunn, G.W.; Barber, A.H.
Micromechanics and DVC of bone-biomaterial systems produced by osteorgenerative biomaterials in vivo.
In Proceedings of the 23rd Congress of the European Society of Biomechanics (ESB 2017), Seville, Spain,
2–5 July 2017.
20. Barth, H.D.; Launey, M.E.; MacDowell, A.A.; Ager, J.W.; Ritchie, R.O. On the effect of X-ray irradiation on the
deformation and fracture behavior of human cortical bone. Bone 2010, 46, 1475–1485. [CrossRef] [PubMed]
21. Barth, H.D.; Zimmermann, E.A.; Schaible, E.; Tang, S.Y.; Alliston, T.; Ritchie, R.O. Characterization of the
effects of x-ray irradiation on the hierarchical structure and mechanical properties of human cortical bone.
Biomaterials 2011, 32, 8892–8904. [CrossRef] [PubMed]
22. Singh, R.; Singh, D.; Singh, A. Radiation sterilization of tissue allografts: A review. World J. Radiol. 2016, 8,
355. [CrossRef] [PubMed]
23. Hamer, A.J.; Strachan, J.R.; Black, M.M.; Ibbotson, C.J.; Stockley, I.; Elson, R.A. Biomechanical Properties
of Cortical Allograft Bone Using a NewMethod of Bone Strength Measurement: A Comparison of Fresh,
Fresh-Frozen and Irradiated Bone. J Bone Jt. Surg. Br 1996, 78, 363–368. [CrossRef]
24. Currey, J.D.; Foreman, J.; Laketic´, I.; Mitchell, J.; Pegg, D.E.; Reilly, G.C. Effects of ionizing radiation on the
mechanical properties of human bone. J. Orthop. Res. 1997, 15, 111–117. [CrossRef] [PubMed]
25. Vastel, L.; Meunier, A.; Siney, H.; Sedel, L.; Courpied, J.P. Effect of different sterilization processing
methods on the mechanical properties of human cancellous bone allografts. Biomaterials 2004, 25, 2105–2110.
[CrossRef] [PubMed]
26. Singhal, A.; Deymier-Black, A.C.; Almer, J.D.; Dunand, D.C. Effect of high-energy X-ray doses on bone elastic
properties and residual strains. J. Mech. Behav. Biomed. Mater. 2011, 4, 1774–1786. [CrossRef] [PubMed]
27. Flanagan, C.D.; Unal, M.; Akkus, O.; Rimnac, C.M. Raman spectral markers of collagen denaturation and
hydration in human cortical bone tissue are affected by radiation sterilization and high cycle fatigue damage.
J. Mech. Behav. Biomed. Mater. 2017, 75, 314–321. [CrossRef] [PubMed]
28. Gouk, S.-S.; Kocherginsky, N.M.; Kostetski, Y.Y.; Moser, M.O.; Yang, P.; Lim, T.-M.; Sun, W.Q.; Moser, H.O.;
Yang, P.; Lim, T.-M.; et al. Synchrotron radiation-induced formation and reaction of free radicals in the
human acellular dermal matrix. Radiat. Res. 2005, 163, 535–543. [CrossRef] [PubMed]
29. Akkus, O.; Belaney, R.M.; Das, P. Free radical scavenging alleviates the biomechanical impairment of gamma
radiation sterilized bone tissue. J. Orthop. Res. 2005, 23, 838–845. [CrossRef] [PubMed]
30. Nguyen, H.; Morgan, D.A.F.; Forwood, M.R. Sterilization of allograft bone: Effects of gamma irradiation on
allograft biology and biomechanics. Cell Tissue Bank. 2007, 8, 93–105. [CrossRef] [PubMed]
31. Hamer, A.J.; Stockley, I.; Elson, R.A. Changes in allograft bone irradiated at different temperatures. J. Bone
Joint Surg. Br. 1999, 81, 342–344. [CrossRef] [PubMed]
32. Cornu, O.; Boquet, J.; Nonclercq, O.; Docquier, P.L.; Van Tomme, J.; Delloye, C.; Banse, X. Synergetic
effect of freeze-drying and gamma irradiation on the mechanical properties of human cancellous bone.
Cell Tissue Bank. 2011, 12, 281–288. [CrossRef] [PubMed]
Materials 2018, 11, 2155 16 of 17
33. Hiemstra, H.; Tersmette, M.; Vos, A.H.V.; Over, J.; Berkel, M.P.; Bree, H. Inactivation of human
immunodeficiency virus by gamma radiation and its effect on plasma and coagulation factors. Transfusion
1991, 31, 32–39. [CrossRef] [PubMed]
34. Grieb, T.A.; Forng, R.Y.; Stafford, R.E.; Lin, J.; Almeida, J.; Bogdansky, S.; Ronholdt, C.; Drohan, W.N.;
Burgess, W.H. Effective use of optimized, high-dose (50 kGy) gamma irradiation for pathogen inactivation
of human bone allografts. Biomaterials 2005, 26, 2033–2042. [CrossRef] [PubMed]
35. Carzaniga, R.; Domart, M.C.; Collinson, L.M.; Duke, E. Cryo-soft X-ray tomography: A journey into the
world of the native-state cell. Protoplasma 2014, 251, 449–458. [CrossRef] [PubMed]
36. Duke, E.; Dent, K.; Razi, M.; Collinson, L.M. Biological applications of cryo-soft X-ray tomography. J. Microsc.
2014, 255, 65–70. [CrossRef] [PubMed]
37. Carzaniga, R.; Domart, M.-C.; Duke, E.; Collinson, L.M. Correlative Cryo-Fluorescence and Cryo-Soft X-Ray
Tomography of Adherent Cells at European Synchrotrons. Methods Cell Biol. 2014, 124, 151–178. [CrossRef]
[PubMed]
38. Voggenreiter, G.; Ascherl, R.; Blumel, G.; Schmit-Neuerburg, K.P. Effects of preservation and sterilization on
cortical bone grafts. Arch. Orthop. Trauma Surg. 1994, 113, 294–296. [CrossRef] [PubMed]
39. Cornu, O.; Banse, X.; Docquier, P.L.; Luyckx, S.; Delloye, C. Effect of freeze-drying and gamma irradiation on
the mechanical properties of human cancellous bone. J. Orthop. Res. 2005, 18, 426–431. [CrossRef] [PubMed]
40. Yin, L.; Venkatesan, S.; Webb, D.; Kalyanasundaram, S.; Qin, Q.H. Effect of cryo-induced microcracks on
microindentation of hydrated cortical bone tissue. Mater. Charact. 2009, 60, 783–791. [CrossRef]
41. Atwood, R.C.; Bodey, A.J.; Price, S.W.T.; Basham, M.; Drakopoulos, M. A high-throughput system for
high-quality tomographic reconstruction of large datasets at Diamond Light Source. Philos. Trans. R. Soc. A
Math. Phys. Eng. Sci. 2015, 373, 20140398. [CrossRef] [PubMed]
42. Vo, N.T.; Atwood, R.C.; Drakopoulos, M. Radial lens distortion correction with sub-pixel accuracy for X-ray
micro-tomography. Opt. Express 2015, 23, 32859–32868. [CrossRef] [PubMed]
43. Schindelin, J.; Arganda-Carreras, I.; Frise, E.; Kaynig, V.; Longair, M.; Pietzsch, T.; Preibisch, S.; Rueden, C.;
Saalfeld, S.; Schmid, B.; et al. Fiji: An open-source platform for biological-image analysis. Nat. Methods 2012,
9, 676–682. [CrossRef] [PubMed]
44. Buades, A.; Coll, B.; Morel, J.-M. Non-Local Means Denoising. Image Process. Line 2011, 1, 490–530. [CrossRef]
45. Immerkær, J. Fast noise variance estimation. Comput. Vis. Image Underst. 1996, 64, 300–302. [CrossRef]
46. Tozzi, G.; Danesi, V.; Palanca, M.; Cristofolini, L. Elastic Full-Field Strain Analysis and Microdamage
Progression in the Vertebral Body from Digital Volume Correlation. Strain 2016, 52, 446–455. [CrossRef]
47. Palanca, M.; Tozzi, G.; Cristofolini, L.; Viceconti, M.; Dall’Ara, E. 3D Local Measurements of Bone Strain
and Displacement: Comparison of Three Digital Volume Correlation Approaches. J. Biomech. Eng. 2015, 137,
1–14. [CrossRef] [PubMed]
48. Deymier-Black, A.C.; Singhal, A.; Almer, J.D.; Dunand, D.C. Effect of X-ray irradiation on the elastic strain
evolution in the mineral phase of bovine bone under creep and load-free conditions. Acta Biomater. 2013, 9,
5305–5312. [CrossRef] [PubMed]
49. Witala, M.; Han, J.; Menzel, A.; Nygård, K. In situ small-angle X-ray scattering characterization of
X-ray-induced local heating. J. Appl. Crystallogr. 2014, 47, 2078–2080. [CrossRef]
50. Bras, W.; Stanley, H. Unexpected effects in non crystalline materials exposed to X-ray radiation.
J. Non-Cryst. Solids 2016, 451, 153–160. [CrossRef]
51. Wallander, H.; Wallentin, J. Simulated sample heating from a nanofocused X-ray beam. J. Synchrotron Radiat.
2017, 24, 925–933. [CrossRef] [PubMed]
52. Wolfram, U.; Schwiedrzik, J.; Bürki, A.; Rack, A.; Olivier, C.; Peyrin, F.; Best, J.; Michler, J.; Zysset, P.K.
Microcrack evolution in microindentation of ovine cortical bone investigated with lapsed SRmicroCT.
In Proceedings of the 23rd Congress of the European Society of Biomechanics (ESB 2017), Seville, Spain,
2–5 July 2017.
53. Zioupos, P.; Currey, J.D.; Hamer, A.J. The role of collagen in the declining mechanical properties of aging
human cortical bone. J. Biomed. Mater. Res. 1999, 45, 108–116. [CrossRef]
54. Mitchell, T.W.; Rigby, B.J. In vivo and in vitro aging of collagen examined using an isometric melting
technique. Biochim. Biophys. Acta 1975, 393, 531–541. [CrossRef]
55. Lee, J.M.; Pereira, C.A.; Abdulla, D.; Naimark, W.A.; Crawford, I. A multi-sample denaturation temperature
tester for collagenous biomaterials. Med. Eng. Phys. 1995, 17, 115–121. [CrossRef]
Materials 2018, 11, 2155 17 of 17
56. Unal, M.; Creecy, A.; Nyman, J.S. The Role of Matrix Composition in the Mechanical Behavior of Bone.
Curr. Osteoporos. Rep. 2018, 16, 205–215. [CrossRef] [PubMed]
57. Ginoza, W. Radiosensitive Molecular Weight of Single-Stranded Virus Nucleic Acids. Nature 1963, 199, 453.
[CrossRef] [PubMed]
58. Kempner, E.S.; Haigler, H.T. The influence of low temperature on the radiation sensitivity of enzymes.
J. Biol. Chem. 1982, 257, 13297–13299. [PubMed]
59. Panjabi, M.M.; Krag, M.; Summers, D.; Videman, T. Biomechanical time-tolerance of fresh cadaveric human
spine specimens. J. Orthop. Res. 1985, 3, 292–300. [CrossRef] [PubMed]
60. Linde, F.; Sørensen, H.C.F. The effect of different storage methods on the mechanical properties of trabecular
bone. J. Biomech. 1993, 26, 1249–1252. [CrossRef]
61. Kang, Q.; An, Y.H.; Friedman, R.J. Effects of multiple freezing-thawing cycles on ultimate indentation load
and stiffness of bovine cancellous bone. Am. J. Vet. Res. 1997, 58, 1171–1173. [PubMed]
62. Borchers, R.E.; Gibson, L.J.; Burchardt, H.; Hayes, W.C. Effects of selected thermal variables on the mechanical
properties of trabecular bone. Biomaterials 1995, 16, 545–551. [CrossRef]
63. Lee, W.; Jasiuk, I. Effects of freeze-thaw and micro-computed tomography irradiation on structure-property
relations of porcine trabecular bone. J. Biomech. 2014, 47, 1495–1498. [CrossRef] [PubMed]
64. Mazurkiewicz, A. The effect of trabecular bone storage method on its elastic properties. Acta Bioeng. Biomech.
2018, 20, 21–27. [CrossRef] [PubMed]
65. Fantner, G.E.; Hassenkam, T.; Kindt, J.H.; Weaver, J.C.; Birkedal, H.; Pechenik, L.; Cutroni, J.A.;
Cidade, G.A.G.; Stucky, G.D.; Morse, D.E.; et al. Sacrificial bonds and hidden length dissipate energy
as mineralized fibrils separate during bone fracture. Nat. Mater. 2005, 4, 612–616. [CrossRef] [PubMed]
66. Hedan, S.; Fauchille, A.L.; Valle, V.; Cabrera, J.; Cosenza, P. One-year monitoring of desiccation cracks in
Tournemire argillite using digital image correlation. Int. J. Rock Mech. Min. Sci. 2014, 68, 22–35. [CrossRef]
67. Wei, X.; Hattab, M.; Bompard, P.; Fleureau, J.-M. Highlighting some mechanisms of crack formation and
propagation in clays on drying path. Géotechnique 2016, 66, 287–300. [CrossRef]
68. Bodey, A.J.; Rau, C. Launch of the I13-2 data beamline at the Diamond Light Source synchrotron. J. Phys.
Conf. Ser. 2017, 849, 012038. [CrossRef]
© 2018 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access
article distributed under the terms and conditions of the Creative Commons Attribution
(CC BY) license (http://creativecommons.org/licenses/by/4.0/).
